Video
\\"AVP Partners in Broadcast, Telecom & Satellite Solutions

UHD Micro 12G Series
AVP 12GHz-12Gb/s Video Patchbays

Create a combination 12G/3G Micro video patchbay
integrating AVP’s HD Micro 3G Video Jacks
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High bandwidth performance for SD-SDI, HD-SDI,
UHD-SDI, HDR, & 4K/8K video applications

Featuring:

* 12GHz, high bandwidth
performance for SD-SDI, HD-SDI,

AVP-UBN75R2 AVP-UBR2 UHD-SDI, HDR, & 4K/8K video applications
Normaled, Non-Normaled, . '
Terminating Dual Jack Non-Terminating Dual Jack ¢ Compliant with SMPTE 292M, 424M,
Fullsize BNC ST2081-1 & ST2082-1*
* Return Loss of 7dB or greater at 12.0GHz « Available with:
- leolation: #5.5 o greater at 6.9Grz - Fullsize BNC rear termination, 2x24 & 2x32 Shown it
o - Mini-BNC rear termination, 2x24, 2x32 & 2x48 B34 Cable Bar

* AVP color-coded, numbered and patented
designation to maximize viewable area
* Lifetime Warranty
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- DIN 1.0/2.3 rear termination, 2x24, 2x32 & 2x48
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AVP-UHN75R2 AVP-UHR2
Normaled, Non-Normaled,
Terminating Dual Jack ~ Non-Terminating Dual Jack ( Return Loss el Return Loss Mwa”\ 4 Return Loss ol Return Loss
Mini-BNC 0-{UBN75R2 & A ] o-{UBN75R2 @ ‘ o-JUHN75R2 & : ofUHN75R2,, oo
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AVP 1'[300mm] BELDEN'4505R Patch Cable

—40

50

AVP-UDN75R2 AVP-UDR2 B n
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Patchcords

— Cable Bar Option 0 H Patchcord Type ‘_
MRS - rd e r I n g M4U Micro 12G Series Patchcord

24 24 Dual Jacks, BNG rear termination BZ No Cable Bar - E8K Super 8K+ E-Series Patchcord
32 32 Dual Jacks, BNC rear termination B31 1RU only, 6.0° [150mm] Cable Bar I nform at ion WBK Super 8K+ W-Series Patchcord
24 24 Dual Jacks, Mini-BNC rear termination B10 1.5RU and 2RU only, 7.0” [178mm)] Cable Bar

32 32 Dual Jacks, Mini-BNC rear termination AEREE
48 48 Dual Jacks, Mini-BNC rear termination Installed Jack Type 15 1;: {f‘ém le... M4UPC-3-RED
24 24 Dual Jacks, DIN 1.0/2.3 rear termination r—— A —— 2 2 [50omm] example... _3-
32 32 Dual Jacks, DIN 1.0/2.3 rear termination e e e d“.a“ mk' BNc_rear LT _— *Meets and exceeds 3 3 [900mm] ’ l ‘ \
48 48 Dual Jacks, DIN 1.0/2.3 rear termination UBR2 12Gb/s 750hm Non-Normaled, Non-Terminating dual jack, BNC rear termination SMPTE ST2082-1:2015 4 & [.20m) AALLYN
’ o UHN75R2 12Ghb/s 750hm Normaled, Terminating dual jack, Mini-BNC rear termination ) ki 6 6 [1.80m] EERR %‘
UHR2 12Gb/s 750hm Non-Normaled, Non-Terminating dual jack, Mini-BNC rear termination (Society of Motion Picture 10 10" [3.05m] e 8 5 G
anel Height : UDN75R2 12Gb/s 750hm Normaled, Terminating dual jack, DIN 1.0/2.3 rear termination And Television Engineers® ‘T LI i?% f\
1; 1 gaRCk gfﬂt ;gg ggmm UDR2 12Gb/s 750hm Non-Normaled, Non-Terminating dual jack, DIN 1.0/2.3 rear termination 12 Gb/s Signal/Data Ct(inr;e;?ﬁ)gﬁe;zo(rsﬁmjzduﬁ[?;gson Video Cable
-5 Rack Unit 2.62", 66mm Z None (empty panel) i . : utiliz z ision Vi
2 2RackUnit 350 89mm Serial Interface - Electrical) \_ J
4 USA & Canada 1-800-481-2493 - International +1-519-740-7966

www.jackfields.com < sales@jackfields.com ¢ www.AVPbroadcast.com



